
  

  

Technical Datasheet 

Type: Front                                                                          
                                                                                                                                                                                      

Our application of technical recommendations in written and spoken that we use to support the buyer / processor based on our experience, according to the 
current state of knowledge in science and practice, are not binding and shall not establish a legally valid contractual relationship, and no addition to 

obligations under the purchase contract. You do not absolve the buyer from our products for their suitability for the intended purpose to examine themselves. 
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Application Areas      Properties    

• furniture fronts     • real-stone-veneer, each leaf is unique 
• door panels      • rough split surface 
• paneling      • quick and easy assembly  
• variable applications      • edge banding - closed/varnished surface 

• if desired incl. bracket-drillings    
       

Technical Properties (raw material) 

 
general 
front:       real-stone  – cleavin rough surface 
back(*):       HPL / covering coated by default 
abrasion DIN 68861 part 2:    stress group C / D 
scratch hardness:     > 8 N  
cold/heat-test:      i. O. 
Formaldehyde: Stone-Veneer-Front is produced without adding 

Formaldehyd-resin 
fire behavior :  individual assessment           
 
(*) If desired, the flipside can be covered with stone-veneer too. Drillings and millings can be attached factory-provided 
too.  
  

Delivery form [in mm]  

Item-no. type  Dimension as desired 

100 Autumn (colorful slate) • 
140 Autumn white (colorful slate) • 
170 Autumn rustic (colorful slate) • 
200 Copper (quarzite slate) • 
300 Jerra Green (quarzite slate) • 
380 Gold Green (quarzite slate) • 
400 Multi Color (colorful slate) • 
500 Ocean Green (quarzite slate) • 
600 Silver Shine (quarzite slate) • 
700 Terra Red (colorful slate) • 
850 Black Star (quarzite slate) • 
880 Black Line (quarzite slate) • 

 
 

Surface protection           
Depending on the application and use, different demands are placed on the surface. Please contact us for further advice / 
recommendations as to optimum surface protection. We have worked with our partners to develop optimal solutions.  

 
 
 
 
 
 
 
 
 
 
 
 
 

Note              
All test certificates, test reports and other technical information available upon request.  


